Appendix A

Sanitary Sewer Lift Station Standard









wet well and/or through lift station pumps.

Site Reaquirements:

A.

mo ow

n

o

o

© Z2 EFfA="I0

Lift station yard shall be fenced using chain-link with privacy slats or
other City-approved fencing material. Two access gates shall be .
provided with the following dimensions, 36" man gate and 14'-0"
vehicular gate.

Fenced lift station yard shall have a yard light with motion detector.

Compaction shall be according to the City of Middieton Supplemental
Construction requirements.

Site shall be fronted with City-approved buffing landscaping.

200 frost free yard hydrant is required with a flow rate not less than 80
gpm of potable City water, Kupferle Foundry or City approved
equivalent.

Control building: The following shall be supplied with the control
building:

Pre manufactured fiberglass or built in place construction;

Minimum interior dimension of 6' x &';

An interior light door light and an exterior motion light;

Adjustable and on/off interior heating

SCADA System antenna mounting supports.

The supports and mounts for the control system of the lift station.
Lift station slab shall be a 6" thick continuous fiber-mesh reinforced
concrete slab.

A street light shall be provided adjacent to the access road to the lift
station.

Station access shall be an approved gravel road 15 feet wide with 20
foot shoulder.

A stainless steel adjustable lift pump hoist shall be provided, Halliday
D3B36B or City approved equivalent.

A stainless steel embedded socket base shall be provided and
installed to the City specifications for the lift pump hoist, Halliday or
City approved equivaient.

Controls:
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Control panel shall have a dead front enclosure.

Submerged transducers suited for sewage supported with removable
stainless steel cable system.

Programmable level control with alternating or fixed relays.

Hands, Off, and Auto switches shall be provided for each pump.
Elapsed time meters for each pump.

Accessible junction box above-ground with removable seal offs
located on all cables entering the wet wells.

Manual transfer switch with generator receptacle.
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500 watt heater with thermostat in panel.

Seal fail indication on each pump.

High Level / Low Level alarm light with manual reset.

Outside alarm beacon illuminated when above alarms occur.
Automatic 4-channel real voice telephone dialer with 6 hour battery
back-up.

U.L. listed control panel by same manufacturer as pumps with full
electronic read-out.

Gasketed cover on outer door. _
Laminated schematic on inside of front door with panel serial number.
Night light for panel repair at site.

Lift station shall be remote radio and SCADA system control

compatible.
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Sgareé Parts:

A 1 each spare pump and motor.

B. 5 each spare fuses of each size.

C. 1 each spare relay of each size.

D. 1 each spare transducer with cable.

| ocal Service & Warranty:

A. 5 year pro-rated warranty on pumps and 1 year on control panel.
B. Local factory authorized warranty repair facility within 100 miles of
station location.

VIl. BACK-UP GENERATOR:

1.

Back Up Electrical Power Generator:

A. A back-up generator shall be required and installed for a lift station
which has pumps that are 15 HP and larger. For lift stations with a
pumping capacity less than 15 HP it is acceptable to provide a gas
powered by-pass pump with the appropriate plumbing for a complete
system.

B. Preferred type of is back-up electrical power generation is fired by
natural gas. f natural gas is not available propane is acceptable.
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